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§ 74.655 Authorization of equipment.

(a) Except as provided in paragraph
(b) of this section, all transmitting
equipment first marketed for use under
this subpart or placed into service after
October 1, 1981, must be authorized
under the certification or verification
procedure, as detailed in paragraph (f)
of this section. Equipment which is
used at a station licensed prior to Oc-
tober 1, 1985, which has not been au-
thorized as detailed in paragraph (f) of
this section, may continue to be used
by the licensee or its successors or as-
signees, provided that if operation of
such equipment causes harmful inter-
ference due to its failure to comply
with the technical standards set forth
in this subpart, the FCC may, at its
discretion, require the licensee to take
such corrective action as is necessary
to eliminate the interference. However,
such equipment may not be further
marketed or reused under part 74 after
October 1, 1985. Transmitters designed
for use in the 31.0 to 31.3 GHz band
shall be authorized under the
verification procedure.

(b) Certification or verification is not
required for transmitters used in con-
junction with TV pickup stations oper-
ating with a peak output power not
greater than 250 mW. Pickup stations
operating in excess of 250 mW licensed
pursuant to applications accepted for
filing prior to October 1, 1980 may con-
tinue operation subject to periodic re-
newal. If operation of such equipment
causes harmful interference the FCC
may, at its discretion, require the li-
censee to take such corrective action
as is necessary to eliminate the inter-
ference.

(c) The license of a TV auxiliary sta-
tion may replace transmitting equip-
ment with authorized equipment, as
detailed under paragraph (f) of this sec-
tion, without prior FCC approval, pro-
vided the proposed changes will not de-
part from any of the terms of the sta-
tion or system authorization or the
Commission’s technical rules gov-
erning this service, and also provided
that any changes made to authorized
transmitting equipment is in compli-
ance with the provisions of part 2 of
the FCC rules concerning modifica-
tions to authorized equipment.

(d) Any manufacturer of a trans-
mitter to be used in this service may
authorize the equipment under the cer-
tification or verification procedure, as
appropriate, following the procedures
set forth in subpart J of part 2 of the
FCC rules.

(e) An applicant for a TV broadcast
auxiliary station may also authorize
an individual transmitter, as specified
in paragraph (f) of this section, by fol-
lowing the procedures set forth in sub-
part J of part 2 of the FCC rules and
regulations.

(f) Transmitters designed to be used
exclusively for a TV STL station, a TV
intercity relay station, a TV translator
relay station, or a TV microwave
booster station, shall be authorized
under verification. All other transmit-
ters will be authorized under the cer-
tification procedure.

[63 FR 36605, July 7, 1998]

§ 74.661 Frequency tolerance.

Stations in this service shall main-
tain the carrier frequency of each au-
thorized transmitter to within the fol-
lowing percentage of the assigned fre-
quency.

Frequency band (MHz)

Frequency Toler-
ance

Fixed
(%)

Mobile
(%)

1,990 to 2,110 ....................................... 2 0.005 0.005
6,425 to 6,525 ....................................... .............. 0.005
6,875 to 7,125 ....................................... 2 0.005 0.005
12,700 to 13,250 ................................... 2 0.005 0.005
17,700 to 18,820 ................................... 0.003 ..............
18,920 to 19,700 ................................... 0.003 ..............
31,000 to 31,300 ................................... 0.03 0.03
38,600 to 40,000 ................................... 1 0.005 1 0.005

1 For transmitters with an output power of 50 mW or less,
the frequency tolerance need only be 0.05%

2 Television translator relay stations shall maintain a fre-
quency tolerance of 0.002%.

[52 FR 7143, Mar. 9, 1987]

§ 74.662 Frequency monitors and
measurements.

The licensee of a television broadcast
auxiliary station must provide means
for measuring the operating frequency
in order to ensure that the emissions
are confined to the authorized channel.

[48 FR 38482, Aug. 24, 1983]
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